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 Fig 1. With the bucket 
release switch in the off 
position the safety 
mechanism will be clearly 
visible from the operator’s 
position inside the cab. 

  
 

  Fig 2. Move the dipper arm into 
the vertical position and fully 
crowd the coupler. Operate the 
bucket release switch. The 
warning buzzer will sound and 
warning light will display. 
Pressurise the link crowd control 
for 5 seconds to withdraw the 
hook. 

          Fig 3. As the hook withdraws the 
safety mechanism will rotate into 
the coupler body. When the safety 
mechanism has fully retracted the 
coupler will be ready to pick up 
the bucket or attachment. 
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Fig 4 Position the fixed jaw 
of the coupler over the front 
pin of the attachment to be 
picked up and engage it. 
 

Fig 5. Crowd the coupler until 
the attachment is in the position 
shown. Return the bucket 
release switch to the off 
position. The warning buzzer will 
stop and the warning light will 
extinguish. Pressurise the link 
crowd control for 5 seconds to 
move the hook forward and lock 
the attachment in position.                                                                                          
 

Fig 6 Move the attachment to 
the position shown. The safety 
mechanism will rotate out of 
the coupler body and around 
the front pin of the 
attachment.  
The safety mechanism is the 
visible indication to the 
machine operator that the 
safety is in effect and it is 
clearly visible from the 
operator’s position. 
Perform the recommended 
tests to ensure that the bucket 
or attachments are attached 
securely. 
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  Fig 7. With the dipper arm in the 
vertical position fully crowd the bucket 
or attachment. Take care not to crash  
the bucket into the cab or tracks. 
Operate the bucket release switch. The 
warning buzzer will sound and warning 
light will display. Pressurise the link 
crowd control for 5 seconds to 
withdraw the hook. As the hook 
withdraws the safety mechanism will 
rotate into the coupler body. When the 
safety mechanism has fully retracted 
the coupler will be ready to release the 
bucket or attachment. 

 

Fig. 8 Move the coupler to the 
position shown while keeping 
the bucket or attachment 
close to the ground at all 
times. The safety mechanism 
should not  be visible to the 
operator. Find a safe area to 
discharge the bucket or 
attachment well away from 
other personnel.  

Fig. 9 Rotate the rear of the 
coupler until it is clear of the 
rear pin of the bucket and then 
slide the coupler clear of the 
front pin. Lift the coupler away 
from the bracket or 
attachment. 


